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° RA' Ex® - The revolutionary German aircraft fabric covering system -
“I. 6°° & 6°°° It needs no paint, comes in different colours and can be over painted if so desired.

Incredible advantages over conventional covering systems:

- Airworthy off the delivery roll: It needs no paints, dope, coatings or sealants

- Extremely durable against mechanical impact and UV resistant

- Resilient against ageing and UV, ease of testing for Continued Airworthiness!
- Can be over painted with @RAGOLOR® for a long-lasting crack-free finish

- Cuts aircraft covering time in half

- Can be re-shrunk repeatedly!

- Worldwide patent

- Cost reduction about 50%

- Easy in the field repairs

- Significant and consistent weight reduction
- Completely solvent free work environment
- Can also be heat vacuum-formed

7( No Dope 7( No Painting 7( No Sanding 7(No Time-wasting 7( No harmful chemical exposure!

MADE IN GERMANY by LANITZ-PRENA FOLIEN FACTORY GmbH - Am Ritterschiésschen 20 - D-04179 Leipzig
THE COVERING AUTHORITY

ORATEX UL 600 MK3 /10w max 600 Kg

Material: Polyester fabric (plain weave) with colour coating

Weight of the uncoated fabric: 55 - 65 g/m?

Weight of the coated fabric: 92 - 122 g/m? (dependent on colour)

Tensile strength lengthwise: 750 - 1050 N / 50 mm

Tensile strength crosswise: 650 - 950 N / 50 mm

Breaking extension lengthwise: 10 - 18 %

Breaking extension crosswise: 11 - 20 %

Tear propagation load lengthwise: 18 - 24 N

Tear propagation load crosswise: 16 - 22 N

Burst strength: 500 - 700 kPa

Burst elevation: 14 - 18 mm

Air permeability: Airtight (0,0 mm/s)

Shrinkage lengthwise: 8 - 12 %

Shrinkage crosswise: 8 - 12 %

Inflammability: Not Flammable

Melting Point: 250 °C

Additional unique features: Not only fuel-proof, but AVgas 100LL stains can be washed
off easily with @ RATEX® CLEANER (Ref.: 80200, 80210 and 80220)

S

ORATEX 6000 0w nax 5000 kg

Material: Polyester fabric (plain weave) with colour coating

Weight of the uncoated fabric: 95 -105 g/m?

Weight of the coated fabric: 140 - 160 g/m? (dependent on colour)
Tensile strength lengthwise: 1300 - 1600 N /50 mm

Tensile strength crosswise: 1100 - 1400 N / 50 mm

Breaking extension lengthwise: 12 - 20 %

Breaking extension crosswise: 12 - 20 %

Tear propagation load lengthwise: 26 - 32 N

Tear propagation load crosswise: 28 - 34 N

Burst strength: >1000 kPa

Burst elevation: >15mm

Air permeability: Airtight (0,0 mm/s)

Shrinkage lengthwise: 9-13 %

Shrinkage crosswise: 8- 12 %

Inflammability: Not Flammable

Melting Point: 250 °C

Additional unique features: Not only fuel-proof, but AVgas 100LL stains can be washed
off easily with @ RATEX® CLEANER (Ref.: 80200, 80210 and 80220)

width 900 mm 1800 mm width 900 mm 1800 mm
colour ref. no. ref. no. colour ref. no. ref. no.

natural white 13-000-090 13-000-180 natural white 14-000-090 14-000-180
white 13-010-090 13-010-180 white 14-010-090 14-010-180
antique 13-012-090 13-012-180 antique 14-012-090 14-012-180
olive drab 13-018-090 13-018-180 olive drab 14-018-090 14-018-180
corsair blue 13-019-090 13-019-180 corsair blue 14-019-090 14-019-180
fokkerred 13-020-090 13-020-180 fokkerred 14-020-090 14-020-180
cub yellow 13-030-090 13-030-180 cub yellow 14-030-090 14-030-180
silver 13-091-090 13-091-180 silver 14-091-090 14-091-180
polyester fabric covering 1020 mm 2040 mm polyester fabric covering 1020 mm 2040 mm
untreated (white) 13-099-090 13-099-180 untreated (white) 14-099-090 14-099-180

ORATEX FELT BLADE

- for application and forming the material while the glue is activated with
heat / for improved quality of workmanship.

- ensures smooth fabric application eliminating creases and trapped air

- an essential tool for a perfect covering job

product size cm ref. no.
Felt blade - little 7x10 0915
Felt blade - big 10x 14 0948

=

All ORATEX" products are EASA STC approved by Aircraft Design & Certification Ltd. EASA



ORATEX® PINKED EPGE & STRAIGHT EDGE TAPE

PRE-GLUED (the underside is coated with heat activated adhesive)

A
”..

For protecting structural joints, seams, covering rib-stitching, fasteners ,and
doublers at exposed edges. Available in all of our @RATEX® colours,

ready to be ironed-on.

ORATEX® RIB-LACING-CORD

—

Used in the conventional aircraft construction to keep the ribs from

distorting and twisting under the flight loads over the lifespan

of the airplane.

ORATEX® PINK EDGE TAPE, length: 25 m ORATEX® STRAIGHT EDGE TAPE, length: 25 m ORATEX"® RIB-LACING-CORD
width 25 mm 50 mm 75 mm 100 mm 125 mm 150 mm | width 25 mm 50 mm 75 mm 100 mm 125 mm | width: 25 mm, length: 10 m
natural white 15-000-025 | 15-000-050 | 15-000-075 | 15-000-100 | 15-000-125 | 15-000-150 | natural white 16-000-025 | 16-000-050 | 16-000-075 | 16-000-100 | 16-000-125 | natural white 17-000-025-010
white 15-010-025 | 15-010-050 | 15-010-075| 15-010-100 | 15-010-125 | 15-010-150 | white 16-010-025| 16-010-050 | 16-010-075| 16-010-100 | 16-010-125 | white 17-010-025-010
antique 15-012-025 | 15-012-050 | 15-012-075| 15-012-100 | 15-012-125| 15-012-150| antique 16-012-025| 16-012-050 | 16-012-075 | 16-012-100 | 16-012-125| antique 17-012-025-010
olive drab | 15-018-025| 15-018-050 | 15-018-075| 15-018-100 | 15-018-125 | 15-018-150 olive drab | 16-018-025| 16-018-050 | 16-018-075 | 16-018-100 [ 16-018-125 olive drab 17-018-025-010
corsair blue | 15-019-025| 15-019-050 | 15-019-075| 15-019-100| 15-019-125| 15-019-150 | corsair blue | 16-019-025] 16-019-050| 16-019-075| 16-019-100 | 16-019-125| corsair blue 17-019-025-010
fokkerred 15-020-025 [ 15-020-050 | 15-020-075 | 15-020-100 [ 15-020-125 | 15-020-150 | fokkerred 16-020-025 | 16-020-050 | 16-020-075 | 16-020-100 | 16-020-125 | fokkerred 17-020-025-010
cub yellow 15-030-025 | 15-030-050 | 15-030-075 | 15-030-100 ] 15-030-125] 15-030-150| cub yellow 16-030-025 [ 16-030-050 | 16-030-075] 16-030-100 | 16-030-125| cub yellow 17-030-025-010
silver 15-091-025 | 15-091-050 | 15-091-075| 15-091-100 | 15-091-125 | 15-091-150 | silver 16-091-025| 16-091-050 | 16-091-075| 16-091-100 | 16-091-125| silver 17-091-025-010
®

ORATEX" DISPERSION-HOTMELT-2K-ADHESIVE '
The ORATEX® DISPERSION HOTMELT ADHESIVE is a revolutionary product. It is a
2-component adhesive which has a worldwide patent. This adhesive has no unpleasant 'IIATEX‘
odours associated with conventional covering systems. It is applied to both the airframe BISPEESION NOTNELT ABREHVT

AtGEBNE LT ..
and to the areas of the fabric which are to be bonded to the airframe. For application -
always use a synthetic fibre brush. When the adhesive has dried you can iron the covering B

onto the airframe. For a longer storage life the @ORATEX® DISPERSION HOTMELT

ADHESIVE is also available in separate components.

- Waterbased adhesive
- Easy to apply with varnish brush

- No solvent smell or exposure to harmful chemicals whatsoever

product quantity ref. no. - seperate components - quantity ref. no.
ORATEX® DISPERSION HOTMELT ADHESIVE 50 ml 0974 ORATEX® DISPERSION HOTMELT ADHESIVE 1 litre 0987
ORATEX® DISPERSION HOTMELT ADHESIVE 100 ml 0975 ORATEX® DISPERSION HOTMELT ADHESIVE 5 litres 0988
ORATEX® DISPERSION HOTMELT ADHESIVE 500 ml 0976 ORATEX® DISPERSION HOTMELT ADHESIVE 10 litres 0989
ORATEX® DISPERSION HOTMELT ADHESIVE 1 litre 0977 SPECIAL REMOVER FOR ORATEX® DISPERSIONS HOTMELT ADHESIVE 250 ml 0957
ORATEX® DISPERSION HOTMELT ADHESIVE 5 litres 0978 SPECIAL REMOVER FOR ORATEX® DISPERSIONS HOTMELT ADHESIVE 500 ml 0958
ORATEX® DISPERSION HOTMELT ADHESIVE 10 litres 0979 SPECIAL REMOVER FOR ORATEX® DISPERSIONS HOTMELT ADHESIVE 1 litre 0959
ORATEX® UL 600 SELF-ADHESIVE
Field Repair Sheet-A4-size (lettersize)
- For quick field repair
Cut to size, - peel of backing paper,
stick it on and rub it once: DONE!
Also available two feet wide for applying registration
letters and other trim, easy, quick, and extremely
clean! It will stick better to the Oratex than any other
vinyl or decal and saves you from painting.
For professional lettering and design on O RATEX®
covered aircraft
ORATEX® UL 600 - SELF-ADHESIVE, width: 60 cm, length: per meter ORATEX® UL 600 - Repair Sheet A4
colour ref. no. colour ref. no.
natural white 18-000-001 natural white 18-000-A4
white 18-010-001 white 18-010-A4
antique 18-012-001 antique 18-012-A4
olive drab 18-018-001 olive drab 18-018-A4
corsair blue 18-019-001 corsair blue 18-019-A4
fokkerred 18-020-001 fokkerred 18-020-A4
cub yellow 18-030-001 cub yellow 18-030-A4
silver 18-091-001 silver 18-091-A4

DOA 21J.411 - Please check our website www.lanitz-aviation.de for aircraft currently approved.




As a revolutionary fabric covering and finishing system for your aircraft we also offer

everything imaginable for trim and markings:
Our self-adhesive decaled products €ASYPLOT®, ORALINE® and ORATRIM® are designed specifically for General Aviation. Our products are:

- self-adhesive - high gloss - highly dimensionally stabile and still very light - unplasticized and phthalate-free
- free of PVC - totally fuel proof - extraordinary temperature resistant - UV-proof
- very durable, abrasion-proof - can be painted - colour-matched to our other products

GHS\'PLOT® The cutting film made of UV-proof polyester for highest standards

CUTTING FILM
width: 20 cm, 30 cm, 38 cm & 60 cm

EASYPLOT" cuiting films are the environmentally friendly alternative compared to PVC-products.
EASYPLOT" is approved for civil and military aircraft up to MACH 4.18.

® - - -
ORALINE For markings and fine details
10 m roll, 1 mm — 20 mm width,

in steps of 1 mm

ORALINE’° TRIM STRIPES should be on every plane.

ORALINE’ TRIM STRIPES are the ideal products to customize your aircraft and provide your personal touch.

®
°RA'RI" For sporty and creative designs without extensive painting
TRIM STRIPES
2m, 5m or 25 m roll
available In 9.5 cm or 12 cm widths B

o

D-MN

With the ORATRIM"® STRIPES, which are wider, you can easily create similar pattern on your aircraft as shown on the picture.
All EASYPLOT’, ORALINE® and ORATRIM-® products are EASA STC approved by Aircraft Design & Certification



Eﬂsvplo'l'@) width: 20 cm width: 30 cm width: 38 cm width: 60 cm Eﬂsvplo'l'® width: 20 cm width: 30 cm width: 38 cm width: 60 cm
UVK film for SV-8 for SV-12 for SV-15 for GX-24 UVK film for SV-8 for SV-12 for SV-15 for GX-24
colour ref. no. ref. no. ref. no. ref. no. colour ref. no. ref. no. ref. no. ref. no.
standard colour pearl colours
white 152-010 153-010 154-010 150-010 pearl white 152-016 153-016 154-016 150-016
grey 152-011 153-011 154-011 150-011 pearl red 152-027 153-027 154-027 150-027
cream 152-012 153-012 154-012 150-012 pearl yellow 152-036 153-036 154-036 150-036
turquoise 152-017 153-017 154-017 150-017 pearl golden yellow 152-037 153-037 154-037 150-037
olive drab 152-018 153-018 154-018 150-018 pearl green 152-047 153-047 154-047 150-047
corsair blue 152-019 153-019 154-019 150-019 pearl purple 152-056 153-056 154-056 150-056
red 152-020 153-020 154-020 150-020 pearl blue 152-057 153-057 154-057 150-057
bright red 152-022 153-022 154-022 150-022 pearl charcoal 152-077 153-077 154-077 150-077
ferri red 152-023 153-023 154-023 150-023
pink 152-024 153-024 154-024 150-024 fluorescent colours
cub yellow 152-030 153-030 154-030 150-030 fluor. magenta 152-013 153-013 154-013 150-013
golden yellow 152-032 153-032 154-032 150-032 fluor. neon-pink 152-014 153-014 154-014 150-014
cadmium yellow 152-033 153-033 154-033 150-033 fluor. violet 152-015 153-015 154-015 150-015
green 152-040 153-040 154-040 150-040 fluor. red 152-021 153-021 154-021 150-021
light green 152-042 153-042 154-042 150-042 fluor. pink 152-025 153-025 154-025 150-025
may green 152-043 153-043 154-043 150-043 fluor. power pink 152-028 153-028 154-028 150-028
blue 152-050 153-050 154-050 150-050 fluor. yellow 152-031 153-031 154-031 150-031
dark blue 152-052 153-052 154-052 150-052 fluor. green 152-041 153-041 154-041 150-041
sky blue 152-053 153-053 154-053 150-053 fluor. blue 152-051 153-051 154-051 150-051
violet 152-054 153-054 154-054 150-054 fluor. orange 152-064 153-064 154-064 150-064
purple 152-055 153-055 154-055 150-055 fluor. signal orange 152-065 153-065 154-065 150-065
orange 152-060 153-060 154-060 150-060
black 152-071 153-071 154-071 150-071 scale colours - 100% opaque -
brown 152-081 153-081 154-081 150-081 scale white 162-010 163-010 164-010 160-010
silver 152-091 153-091 154-091 150-091 scale red 162-020 163-020 164-020 160-020
gold 152-092 153-092 154-092 150-092 scale bright red 162-022 163-022 164-022 160-022
bordeaux red 152-120 153-120 154-120 150-120 scale ferri red 162-023 163-023 164-023 160-023
scale cub yellow 162-030 163-030 164-030 160-030
transparent colour scale golden yellow 162-032 163-032 164-032 160-032
| transparent | 182-000 | 183-000 | 184-000 | 180-000 | [scale yellow 162-033 | 163-033 | 164-033 | 160-033
® 8 12,5 mm squares 12,5 mm squares 12,5 mm squares 12,5 mm squares
€ASYPLOT™ FUM 4 UVK film width: 20 cm width: 30 cm width: 38 cm width: 60 cm
colour for SV-8 for SV-12 for SV-15 for GX-24
background colour of design ref. no. ref. no. ref. no. ref. no.
yellow red 197-033-023 198-033-023 199-033-023 195-033-023
white red 197-010-023 198-010-023 199-010-023 195-010-023
white dark blue 197-010-052 198-010-052 199-010-052 195-010-052
white black 197-010-071 198-010-071 199-010-071 195-010-071
turquoise black 197-017-071 198-017-071 199-017-071 195-017-071
red black 197-023-071 198-023-071 199-023-071 195-023-071
yellow black 197-033-071 198-033-071 199-033-071 195-033-071
silver black 197-091-071 198-091-071 199-091-071 195-091-071
pearl white black 197-016-071 198-016-071 199-016-071 195-016-071
pearl red black 197-027-071 198-027-071 199-027-071 195-027-071
pearl yellow black 197-036-071 198-036-071 199-036-071 195-036-071
pearl golden yellow black 197-037-071 198-037-071 199-037-071 195-037-071
pearl green black 197-047-071 198-047-071 199-047-071 195-047-071
pearl purple black 197-056-071 198-056-071 199-056-071 195-056-071
pearl blue black 197-057-071 198-057-071 199-057-071 195-057-071
pearl charcoal black 197-077-071 198-077-071 199-077-071 195-077-071
€ASYPLOT® FUN 5 454 £uns AN 8 ALl
26 mm squares 52 mm squares 104 mm squares
UVK film width: 60 cm width: 60 cm width: 60 cm
colour - for GX-24 - - for GX-24 - - for GX-24 -
background colour of design ref. no. ref. no. ref. no.
white red 187-010-023 188-010-023 189-010-023
yellow red 187-033-023 188-033-023 189-033-023
white dark blue 187-010-052 188-010-052 189-010-052
white black 187-010-071 188-010-071 189-010-071
red black 187-023-071 188-023-071 189-023-071
yellow black 187-033-071 188-033-071 189-033-071
silver black 187-091-071 188-091-071 189-091-071
pearl white black 187-016-071
pearl red black 187-027-071 ORATRIM" TRIM STRIPES
pearl yellow black 187-036-071 ORATRIM® is gvailaple in all .GIISVPLOT@-coIours and in 3 different-lfang-ths (2m,5m,
25 m) as well as in 2 different widths (9.5 cm, 12 cm). e. g. 27-classification, colour
pearl JOOEREEIR aladh ORI (e. g. 023, for ferrirot), length (e. g. 002 for 2 m) GA (Gerneral Aviation): 27-023-002-GA
pearl green black 187-047-071 s
pearl purple black 187-056-071 ORALINE" TRIM STRIPES :
seasbio black 187-057-071 ORALINE |§ aIsp available |.n all EASYPLOT -colours from 1 'nl1m t'o 20 mm, in steps
of 1 mm, special sizes are available on request. e. g. 26-classification, colour (e. g. 053
pearl charcoal black 187-077-071 for sky blue), width (e. g. 012 for 12 mm) GA (General Aviation): 26-053-012-GA

Ltd. EASA DOA 21J.411 - Please check our website www.lanitz-aviation.de for aircraft currently approved.




ORACOLORC paint for General Aviation

- highly concentrated 2-component paint - fuel-proof - extremely durable against mechanical impact and UV
identical in colour - combinable with €EASYPLOT°, ORATRIM°, ORALINE°, ORATEX° UL 600 and ORATEX 6000

ORACOLOR" AIRFRAME PAINT for Composite Structures

: I —
1 —

ORAEOLOR’

ANZEIGELACK ;: MARKING PAiNT:
TR {CunPORTANT BT L | B

The ORACOLOR® AIRFRAME PAINT for general aviation was developed for painting modern plastic composite structures. The paint formulation has been
developed so that any damage to the structure is indicated by crack in the painted surface. ORAGOLOR® paint allows for the natural expansion and
contraction of surfaces. Depending on the choice of hardener the paint can be brushed or sprayed

ORACOLOR® ELASTIC PAINT for painting fabric covering, wood and metal - permanently elastic WITHOUT the aid of softening agents.

n |"*'_ﬂ
ORACOLOR’ |

ELASTIKLACK ; ELASTIC PAINT : PO
JHLCE WD oMM AR (0G0 RS

The ORAECOLOR® ELASTIC PAINT for General Aviation was developed for painting fabric coverings, wood and metal. The paint is permanently elastic,
WITHOUT the aid of softening agents, just due to its special formulation. Cracks which occur with conventional paints, especially on fabrics, do not happen
with ORACGOLOR® ELASTIC PAINT. Depending on the choice of hardener the paint can be brushed or sprayed.

ORACOLOR®° HARDENER FOR SPRAYING

For the application of @RAEGOLOR® 2-component paint
with a spray gun / airbrush, GRAGOLOR® HARDENER
FOR SPRAYING is added to the paint.

Mixing ratio (paint: hardener): 2:1.

This special thinner is used to adjust the viscosity of @RACOLOR®
paint. You can add up to 40% thinner to the paint, depending on the
spray gun/air brush system used. Especially in colder or warmer
temperatures it is necessary for an optimal coverage of the paint to
be adjusted in viscosity. It can be also used to clean brushes, air
guns and tools. If a partially used tin of @RACOLOR® paint has
- thickened after a long storage time, you can readjust to viscosity
by adding ©RACGOLOR® SPECIAL THINNER to your paint.

ORACOLOR° HARDENER FOR BRUSHING

For the application of @RAGOLOR® as a 2-component
paint with a brush, ORA€OLOR® HARDENER FOR
BRUSHING is added to the paint.

Mixing ratio (paint: hardener): 2:1.

ORACOLOR° FILLER

To pretreat metal surfaces of aircraft construction the use of our
Washprimer is essential as metal surfaces would oxidize or
corrode without this protective coating. This applies to both, steel
and aluminium. When having tubular structures with open-ends
one has to pay attention to the fact that the inside also needs to ORACOLOR° MATT-FINISHING AGENT
be protected as otherwise the moisture which condenses in the
tube will lead to irreversible corrosion damage. The Washprimer
can also be used as adhesive agent for painting metal surfaces
with ORACOLOR® paint.

A flexible, single component product for the preparation
of the surface — especially wood — to achieve a good finish.

In order to get a matt-finished surface, simply add our
MATT-FINISHING AGENT to the @RAEOLOR® paint

—| system. The level of matting can be adjusted by the dose

~| added. PLEASE NOTE: The matt finishing agent slightly
changes the colour of the paint. The addition of a matt-
finishing agent requires a hardener in a 2:1 ratio. Depending
on the spraying device, thinner up to 40% can be added.

All ORAEOLOR" products are EASA STC approved by Aircraft Design & Certification Ltd.



ORACOLOR® AIRFRAME PAINT for Composite Structures

ORACOLOR® 1000 ml ORACOLOR® 1000 ml ORACOLOR® 1000 ml
colour ref. no. colour ref. no. colour | ref. no.
transparent 1121-000A dark blue 1121-052A
white 1121-010A sky blue 1121-053A Scale - 100 % opaque -
grey 1121-011A violet 1121-054A scale white 1122-010A
cream 1121-012A purple 1121-055A scale red 1122-020A
pearl white 1121-016A pearl purple 1121-056A scale bright red 1122-022A
turquoise 1121-017A pearl blue 1121-057A scale ferri red 1122-023A
olive drab 1121-018A orange 1121-060A scale cub yellow 1122-030A
corsair blue 1121-019A black 1121-071A scale golden yellow 1122-032A
red 1121-020A pearl charcoal 1121-077A scale yellow 1122-033A
bright red 1121-022A brown 1121-081A
ferri red 1121-023A silver 1121-091A Fluorescent 1600 ml
pink 1121-024A gold 1121-092A magenta fluorescent 1121-013A
pearl red 1121-027A bordeaux red 1121-120A neon-pink fluorescent 1121-014A
cub yellow 1121-030A violet fluorescent 1121-015A
golden yellow 1121-032A ORATEX® red fluorescent 1121-021A
cadmium yellow 1121-033A white 1110-010A pink fluorescent 1121-025A
pearl yellow 1121-036A antique - opaque 1110-012AD power pink 1121-028A
pearl golden yellow 1121-037A antique - coloured transp. 1110-012AL yellow fluorescent 1121-031A
green 1121-040A olive drab 1110-018A green fluorescent 1121-041A
light green 1121-042A corsair blue 1110-019A blue fluorescent 1121-051A
may green 1121-043A fokkerred 1110-020A orange fluorescent 1121-064A
pearl green 1121-047A cub yellow 1110-030A signal orange fluorescent 1121-065A
blue 1121-050A silver 1110-091A UV PROTECTION PAINT - 1000 ml - 1121-001A
ORACOLOR® ELASTIC PAINT for painting fabric coverings, wood and metal
ORACOLOR® 1000 ml ORACOLOR® 1000 ml ORACOLOR® 1000 ml
colour ref. no. colour ref. no. colour | ref. no.
transparent 1121-000B dark blue 1121-052B
white 1121-010B sky blue 1121-053B Scale - 100 % opaque -
grey 1121-011B violet 1121-054B scale white 1122-010B
cream 1121-012B purple 1121-055B scale red 1122-020B
pearl white 1121-016B pearl purple 1121-056B scale bright red 1122-022B
turquoise 1121-017B pearl blue 1121-057B scale ferri red 1122-023B
olive drab 1121-018B orange 1121-060B scale cub yellow 1122-030B
corsair blue 1121-019B black 1121-071B scale golden yellow 1122-032B
red 1121-020B pearl charcoal 1121-077B scale yellow 1122-033B
bright red 1121-022B brown 1121-081B
ferri red 1121-023B silver 1121-091B Fluorescent 1600 ml
pink 1121-024B gold 1121-092B magenta fluorescent 1121-013B
pearl red 1121-027B bordeaux red 1121-120B neon-pink fluorescent 1121-014B
cub yellow 1121-030B violet fluorescent 1121-015B
golden yellow 1121-032B ORATEX® red fluorescent 1121-021B
cadmium yellow 1121-033B white 1110-010B pink fluorescent 1121-025B
pearl yellow 1121-036B antique - opaque 1110-012BD power pink 1121-028B
pearl golden yellow 1121-037B antique - coloured transp. 1110-012BL yellow fluorescent 1121-031B
green 1121-040B olive drab 1110-018B green fluorescent 1121-041B
light green 1121-042B corsair blue 1110-019B blue fluorescent 1121-051B
may green 1121-043B fokkerred 1110-020B orange fluorescent 1121-064B
pearl green 1121-047B cub yellow 1110-030B signal orange fluorescent 1121-065B
blue 1121-050B silver 1110-091B UV PROTECTION PAINT - 1000 ml - 1121-001B
ORACOLOR® AIRFRAME PAINTS and ORACGOLOR® ELASTIC PAINTS are also available in 100 ml bottling.
o 250 ml 100-996 100 ml 0984
ORACOLOR" SPECIAL THINNER o
1000 ml 1100-996 | ORACOLOR™ WASH-PRIMER 500 ml 0983
o 50 ml 100-997 1 litre 0985
ORACOLOR™ HARDENER FOR SPRAYING
500 ml 1100-997 | SPECIAL REMOVER FOR 250 ml 0957
3 50 ml 100-998 | ORATEX® DISPERSIONS 500 ml 0958
ORACOLOR™ HARDENER FOR BRUSHING
500 ml 1100-998 | HOTMELT ADHESIVE 1 litre 0959
@ 50 ml 100-995 500 ml 08200
ORACOLOR™ MATT-FINISHING AGENT
500 ml 1100-995 | ORATEX® CLEANER 1 litre 08210
5 100 ml 1 00-999 The cleaning agent of professionals for covered aircraft 5 litres 08220
ORACOLOR" FILLER
1000 ml 1100-999

For all the items mentioned above the dispatch in Europe is possible at reasonable freight rates (oversea shipments can be very expensive).

EASA DOA 21J.411 - Please check our website www.lanitz-aviation.de for aircraft currently approved.
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SHERVVOO
The true flying

The heart under the cowling is the UL-Power engine UL260i with a double injection pump and Fadec. As a standard
feature E-10 fuel can be used for the Sherwood Ranger DS. The external compactness with spacious interior of the
Sherwood is very impressive. It is also “roadworthy”. Thanks to its folding wings the Sherwood can be rigged for flight
within a couple of minutes by one person only. It can easily be transported with modern aircraft trailers for instance
with the Speedstar Deluxe. This unique feature eliminates expensive hangarage costs as well as eliminating damage
caused while being hangared. The Sherwood Ranger is an incredible Short Field performer easily operated from
grass strips and un-prepared airfields of 300mtrs and smaller. The Sherwood Ranger DS is available with an

airworthiness certification by the German DAeC as an ultralight aircraft.

Model designation: three-axis microlight biplane Performance: 97 PS / 71,34 kW

Wingspan: 7,92 m

Length: 6,10 m

Wing area: 15,06 m?

Net weight, incl. basic instruments &
ballistic rescue system: 265 Kg
MTOW: 472,5 kg

Engine: UL 260i

For detailed available features and options see our homepage or our Sherwood Ranger brochure.

Tank capacity: 41 |

Take off distance: 50 mtrs

Climb rate: 1200 feet per minute (6m/s)
Cruising speed: 140 km/h

Vne: 160 km/h

Max flying range: 320 km

Rescue System: Magnum 450

ready to fly as microlight, basic version (+4G — 2G)
Ref.: 08019

Construction kit as microlight, basic airfframe kit (+4G — 2G)
Ref.: 08025

Construction kit as do-it-yourself construction and
D-E ... Approval (construction supervision by OUV),
basic airframe kit (+4G — 2G)

Ref.: 08300

Sherwood Ranger XP AERO (fully acrobatic), construction kit
as do-it-yourself construction, Basic airframe kit (+6G — 4G)
Ref.: 08310

Distributor for the United Kingdom and Ireland
The Light Aircraft Company Ltd.

Hanger 4 Little Snoring Airfield

Little Snoring

Norfolk

NR21 0JL

tel: 00 44 (0) 1328 878809
fax: 00 44 (0) 1328 878004
web: www.g-tlac.com

email: sales@g-tlac.com

CAA Part M, subparts F,G and |

TLAC



